Specifikace produktu

Néazev produktu: Digital teplomér JTO02NM
Napajeni: 1,5 DC, 1LR41 knoflikova baterie.
Prikon: 0.1 MW
Vydrz baterie: asi 1100 ¢teni (Pokud se pouziva 10 minut denné)
Snimaci jednotka: termistor
Metoda meéreni: skutecné meéreni
Zobrazeni teploty: 3-mistny, + °c (°f) zobrazeni v 0,1 stupnich krocich
Presnost méreni: + 0, 1 °c (32 °c -43 °c)
+ 0, 18 °f (60 °f - 109.40 °f)
Doba méreni: 2m
Rozsah meéreni: 32 °c az 43 °c (6 °faz 109.40 °f)
Prostredi pouziti: okolni teplota: + 10 °c az + 40 °c (50 °f az 104 °f)
Skladovaci prostredi:-20 °c az + 60 °c (-4 °f az 140 °f)
Teplota a vlhkost: relativni vlhkost 30-95% RH
Hmotnost: cca 15G (vCetné baterie)
Rozméry: 20mm (W) * 130 (1) * 13 mm (d)
PrislusSenstvi: test baterie (alkalické-horcik tlacitko baterie LR4), skladovani pripad, uzivatelska
prirucka.
Baleni: 80pcs/CTN
Velikost CTN: 331mm * 305mm * 260mm



show details

@ba‘t tery cover

This product USES the button battery,
push the battery cover and replace
the batiery

@Int ernal Battery

Open the battery cover to see the
internal details determine the

quality

@Elliptic switch

A button switch, convenient

and concise

LED display screen

The LED screen shows the digital

value is more intuitive

Heat detector

Using soft head probe,
safe and convenient



Metody méreni vyrobku:

A variety of test temperature methods




